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1. IDENTIFICATION OF THE MIXTURE AND OF THE COMPANY/UNDERTAKING

1.1. Product identifier
Trade Name: 

VAICO VA-002-SYNT
VAICO No.: 
V60-0018

1.2. Informing department
VIEROL AG | Karlstraße 19 | 26123 Oldenburg | Germany
Telefon +49 441 - 210 20-0 | Telefax +49 441 - 210 20-111

2. PROPERTIES

 - Very high viscosity index
 - Excellent wear protection
 - Very low pour point
 - No foaming
 - Outstanding thermal stability
 - Reliable friction coefficient characteristic
 - Unrivalled viscosity-temperature behaviour
 - Excellent oxidation stability
 - No adverse effect on standard sealing materials

3. USE INSTRUCTIONS

 - Levelling systems
 - Shock absorbers
 - Hydro-pneumatic damping systems
 - Power steering
 - Electro-hydraulic roof controls
 - Stabilisation and traction control systems
 - Central locking systems

Observe manufacturer instructions!

4. PERFORMANCE DATA

4.1. Recommendations*: 
BMW (83290429576) Opel B 040 00 70 (1940 766/1940 715)
Ford WSS-M2C204-A PSA S71 2710
MB approval 345.0 Porsche 000 043 203 33
MAN M 3289 VW TL 521 46

TYPICAL VALUES METHOD UNIT VAICO VA-002-SYNT
Density at 15°C
Viscosity at 40°C
Viscosity at 100°C
Viscosity index (VI)
COC flash point
Pour point
Colour

DIN 51 757
DIN ISO 3104
DIN ISO 3104
DIN ISO 2909
DIN ISO 2592
DIN ISO 3016
-

g/cm3
mm2/s
mm2/s
-
°C
°C
-

0.829
19
6.0
315
150
<- 50
green

* conforms to OEM specifications
The above values may vary within commercially accepted tolerances


